
PA-935N
Public Address Amplifier

35W PA Amplifier
•Compact Table type Mixer Amp 

•Euro Block Terminals for Easy Installation 

•Telephone Input (TEL IN) Terminal



PA-935N

Public Address Amplifier

35W Compact PA Mixer Amplifier with Euro block terminals for easy Installation. 

features
• Rated Output 35W PA Mixer Amplifier

• MIC 1~3, AUX, CD / SATELLITE Inputs

• TELEPHONE input terminal for TELEPHONE PAGING SYSTEM

• MIC 1 and TELEPHONE input PRIORITY function over other input signal

0dBV = 1.0Vrms

specification

Rated Output Power (at 1kHz, T.H.D : 3%) 35W (RMS)

Frequency 

Response (+0, -3dB)

MIC 1, 2, 3 150Hz – 12kHz

AUX 80Hz – 15kHz

CD / SATELLITE 80Hz – 15kHz

TELEPHONE 330Hz – 3kHz

T.H.D (at Rated Output -5dB, 1kHz) Less Than 1%

S/N
MIC 1, 2, 3 Better than 60dB

AUX, CD / SATELLITE, TELEPHONE Better than 75dB

Input Sensitivity /

Impedance

MIC 1, 2, 3 -50dBV / 600Ω

AUX -15dBV / 10kΩ

CD / SATELLITE -15dBV / 10kΩ

TELEPHONE EC & Associated : 0.775V / 600Ω, USA / CANADA & Associated : 0.3V / 600Ω

Output Voltage /

Impedance

EC & Associated 4Ω / 11.8V 8Ω / 16.7V 140Ω / 70V 285Ω / 100V

USA / CANADA & Associated 4Ω / 11.8V 8Ω / 16.7V 18Ω / 25V 140Ω / 70V

Operating Temperature -10°C ~ +40°

Power Source
100-120VAC or 220-240VAC, 50/60Hz 

(Supplied AC mains transformer depends on country requirements)

Power Consumption 1/8 POWER : 40W, 1/3 POWER : 50W, FULL POWER : 80W

*Specifications and design subject to change without notice for improvements.



Front Panel

Dimension
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Bass and Treble Controls

Input Level Controls Master Volume Control Power Switch

Power LED

Rear Panel

AC Cord Speaker Output Terminal
MIC3/CD/Satellite Selector SwitchCD/Satellite Input MIC1 in Ducking Depth Control

MIC3 Input MIC1 Input

Telephone Input Terminal

Telephone Input Level Control MIC2/AUX Seletctors Switch

Telephone In Ducking Depth Control AUX Input MIC2 Input



*PA-935N Application

Inter-M Corporation (IMK)
653-5 Banghak-Dong, Dobong-Ku, Seoul, Korea

Overseas Sales Team
Tel : +82-2-2289-8141~7 / Fax : +82-2-2289-8149 / E-mail : overseas@inter-m.com

♣Specifications and design subject to change without notice.
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230V~ 50/60Hz
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CLASS 2 WIRING

COM 12V 17V 70V 100V
4Ω 8Ω 140Ω 286Ω

TO REDUCE THE RISK 
OF ELECTRIC SHOCK,

DO NOT REMOVE COVER.
NO USER SERVICEABLE
PARTS INSIDE. REFER

SERVICING TO QUALIFIED
SERVICE PERSONNEL.

CAUTION

AVIS ; RISQUE DE CHOC ELECTRIQUE NE PAS OUVRIR.

CAUTION ; TO REDUCE THE RISK OF FIRE REPLACE
ONLY WITH SAME TYPE FUSE. UTILISER UN  
FUSIBLE DE RECHANGE DE MEME TYPE.
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PA-935N

PUBLIC ADDRESS AMPLIFIER

WARNING ; TO REDUCE THE RISK OF FIRE OR ELECTRIC SHOCK,
DO NOT EXPOSE THIS EQUIPMENT TO RAIN OR MOISTURE.
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PA-1000B
AC 220V 60Hz

YH09015-11006 30W
45W

TEL : 1588-7074

KTR

Speaker

Telephone
Paging System

CD Player

Stereo Tuner


